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Submersible Level Transmitters
WH311 series liquid level transmitter are designed to meet

therigorous environments of applications such as well monitoring
pump tests,ift stations, chemical tank levels groundwaterand
surface watermeasurement, and process control. Providing a

4-20mA output signal compatible with PLCs, panel meters, data "1
loggers, and other electronic equipment. The WH311 s available

with a low power 0.5-2.5V output signal and SVDC supply voltage
This s ideal for solar or battery powered installations.

These transmitters can offer all ranges equivalent from 1psi —
through 300psi while all units of measure and cable lengths are -
customer-defined for individualized specifications.

Any measurement range from 1 up to 200 m H:0

 Maintenance free vent filter

« Incorporates lighting and surge protection available

« Rated IP 68 for permanent submersion

» Models with ported nose cap or non-fouling cage for diaphragm
protection

« Durable 316 SS construction for reliable, long life in harsh
environments

« Standard signal 4...20 mA for connection to automation-systems

« Cable with atmospheric vent

 Compact & Slim design for tight applications

« Integrated internal overvoltage protection circuit

« Connects directly to PLC/SCADA or display PotetSupoh Voo s Lonp Rene
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Specifications

Media:  Liquids.
Pressure Range:  0-10, 30~772" WC Other ranges and pressure units can be specified
00.1,1,5,10, 15, 30, psig
Material Process fitting:  Type 316L Stainless steel.
Type 304 Stainless steel
Accuracy:  standard: < £ 0.5 % FSO
option 1: £ 0.25 % FSO
option 2:<+0.1% FSO
(includes linearity, hysteresis, and repeatability).
Media Temperature :  -20 to 100°C (-4 to 212°F]
Ambient Temperature : -40 “Cto 85°C(-40 to 185°F)
Storage temperature :  -40°C to 125°C(-40 to 257°F)
Compensated temperature range:  0°Cto +80°C (32 to 176 °F)
Thermal Effect:  £0.02% FS/°C. (includes zero and span)
Supply Voltage:  12-36 VDC (for 4-20 mA, 0-5, 1-5, 1-10 VDC outputs Options);
5VDC £0.5 VDC (for 0.5-4.5 VDC ratio-metric output)
Output Signal: ~ 4...20 mA, 2-wire

0...5V, 3-wire
.10V, 3-wire
0.5... 2.5V, 3-wire Other signal outputs on request

Pt 100, 4-wire;All drain wire shield
Response Time: 300 ms
Stability: < +0.2 % FS/year (Typ.).
Electrical Connections: ~ Submersible cable terminating in pigtail leads
Cable: Polyurethane jacketed shielded cable with polyethylene vent tube
Enclosure Rating: P68 for Submersible versions (max. depth 200meters H:0)
Mounting Orientation:  Mount in any position.
Weight:  265¢ (approx)
Approvals:  CE.
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Interconnection possibilities with other WHsernsors products

Mobel WH311 /- ﬁ
nreccure trancducer

Model WH6
Process indicator

e

1 Control System Customer PLC
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Application Demenstration
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Ordering Information

Model / Measuring range / Output signal / Power supply / Electrical connection / Medium temperature / Process connection/Accura Option:
/ Tangs] Outpitsigral pely/ / B / ﬂectricamonnec{ﬁ)n =4 Kfm’:ns;mo,y for
Model Pressure Range Pressure Type Excitation Output Process Connections  (cable length*Lm) Accuracy  additional options)
w3t ——[28mH0 - G | —[vi ][ B ]—[ a | XX ——[Cp [ 1 ]
) Customer
WH311= Submersible 0-1psig (07mH20) G =Gauge V1=Cable B1=4-20ma Cl=M20*1.5mm  Optional water-blocked P3=0.5% M1l=analog
Level Transmitters ~ 0-2.5 psig (1.7 mH20) integrated B2=1-5VDC (C2=DN32PN1.0 PVC cable P2=0.3% instrumentation
0-3 psig (2.1mH20) (Voltage Customer C3=M32*2male NOTE: XX = length of P1=0.1% M2=digital
0-4 psig (2.8mH20) supply/ C4=Nose Cone cable'iri feet) Customer instrumentation(LCD
¢ Processing display)
0-7.5 psig (5.2 mH20) temperature Customer Optional terminal K1=metallic hose
0-15 psig (10.5mH20) sensor Pt 100) connetction protection
0-22.5 psig (15.7mH20) V2=cable Q=Flange connection
0-30 psig (21mH20) with junction F=lightning protection
0-50 psig (35 mH20) Pax(mgltal D=Tanta|tfm thin film
Customer interface protection
Note: o for Slave-Master combination) E=Shock resistance
1. The media should be compatible with the contacted parts; G=Pressure impact
2. The current output versions of the vacuum and compound sensors generate 4 mA at vacuum/zero scale and 20 mA at full scale. resistance
3. Different cable types and lengths available, price without cable. Y=Customer request
4. Contact with us freely If any special requirements on function or specification.
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